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fischer chemical anchors

Epoxy Mortar for  Applications in Concrete

Epoxy Mortar FIS EP Static Mixer FIS MR Plus 

Processing and curing time

Item                   Art. No.                    Languages on Contents                                                                 Sales unit Sales unit
the cartridge                      [pcs]

FIS EP 585 S                                  553514                              PT, ES, EN                                                   1 cartridge 585 ml, 1 x FIS MR Plus                             14

FIS EP is suitable for non-cracked 
and cracked concrete (C20/25 to 
C50/60)

Shelf life 18 months

Available in 390ml and 585 ml 
cartridges

Suitable for use with anchor 
rods FIS A and Rebars

Contains less harmflul material –
favourable label

Can be installed in dry and wet 
concrete
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• FIS EP is the economical epoxy resin 
mortar for applications in concrete that do 
not require approval. 

• The epoxy mortar FIS EP can also be 
used in cracked concrete for construction 
site for the convenient installation. 

• With the anchor rod FIS A / Rebars, the 
loads to be introduced can be selected 
variably by choosing the anchorage depth. 

• FIS EP can be used for smooth 
installation with the standard fischer
accessories. 

• FIS EP can be installed for the rock 
anchoring applications.

• The epoxy mortar FIS EP combined with 
the FIS A threaded rod / Rebar, is suitable 
for pre-positioned and push-through 
installation. 

• Resin and hardener are stored in two 
separate chambers, thus are not mixed 
and activated until extrusion through the 
static mixer. 

• The mortar bonds the entire surface of the 
anchor with the drill hole wall and seals off 
the drill hole. 

• The anchor is set manually by slightly 
rotating it until the anchor reaches the drill 
hole base. 

• During push-through installation, the 
annular gap is filled with FIS EP. 

Advantages

Column Bases Steel Girders

Installation in concrete with FIS EP and FIS A

Functioning

Applications • Columns
• Beams
• Shear dowels
• Starter bars

Building materials

Suitable for: Concrete C20/25 to C50/60, non-cracked and cracked 

Installation in concrete with FIS EP and Rebars
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Loads

Injection system FIS EP with threaded rod FIS A / RGM / Rebar ( Strength grade 5.8 / Fe 415 )
Highest recommended loads of a single anchor1)4) in normal concrete of strength class C20/25. 
Design method according to EN 1992-4. 
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